
CHARACTERISTICS
• Welding glove made from cowhide split leather (1.2-1.4 mm)
• Five-fingered design 
• Fleece lining
• Kevlar thread stitching
• Ideally suited for MIG/MAG welding activities (also suited for 
electrode welding activities)

• Free of Chromium VI

Article number: 1.53.122.00
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SUITABLE FOR ACTIVITIES IN E.G.
• Industry
• Offshore
• Metal
• Shipbuilding

oxxa-safety.com

YOUR SUPPLIER:

Disclaimer: The user is responsible for the choices they make on the grounds of the information provided by OXXA® in this document. This information should 
therefore not be deemed conclusive when we refer to the suitability of the product for specific applications. OXXA® reserves the right to make chances to 
the products shown on this product sheet. The colours of the products shown on this product sheet may differ slightly in reality. Printing and typesetting 
errors reserved. 

For a copy of the declaration of conformity, we refer you to the following link: 
www.oxxa-safety.com/doc

EN 420:2003+A1:2009

SIZE ARTICLE NUMBER EAN CODE
12 PAIRS (BUNDLE)

EAN CODE 60 PAIRS 
(OUTER BOX)

10/XL 1.53.122.00 8718249012075 8718249012082

COLOUR
Red

PRODUCT INFORMATION

TESTING INSTITUTE
These gloves are certified by: Centexbel (Notified Body no. 0493), Technologiepark 70, 
BE 9052 Ghent, Belgium.
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